
Climb, for real.

CPU UNIT

AUTO-BELAY SAFETY SYSTEM

INSIDE THE BOX: ProArmour CPU + ProArmour Lock + 2 
ProArmour Radar +1 pair of ProArmourGate + Power 
supply + 3 LAN cables

MAIN CHARACTERISTIC
 

ARMOUR

INSTALLATION
POWER SUPPLY
BOX DIMENSION
BOX WEIGHT

indoor, protection IP20
 12VDC 5A - 220VAC
500x300x100 
2Kg

CASE MATERIAL
DIMENSION
PROTECTION LEVEL
CONNECTIVITY

PORTS

MANAGEMENT
FIRMWARE
DIAGNOSTICS
POWER SUPPLY
CONSUMPTION
CE MARKING

*coming soon
 

abs
200x45x125
IP20
up to 3 auto-belays, up to 9 gates and up to
two boundaries; wi-fi connection
3× Lock, 3× Autobelay, 2× Boundary, 3× Ausiliarie,
5× output 12 V (1 A max)
up to 30 radar (8for line)
ProArmour with OTA update and logging event
Status LED and ProGrade App*
12 Vcc (external power supply unit 220 Vac / 12 Vcc – 5 A)
60Watt/h
compliance LVD, EMC, RoHS

Mandatory: Wi-Fi connection, access to
the back of the wall



LOCK UNIT

MAIN CHARACTERISTIC
 

RADAR UNIT

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
DISPLAY

ALARM
SWITCH
WEIGTH
POWER SUPPLY
CE MARKING

aluminum alloy
110x23x75   
with LED indicators for alarm, power on,
auto-belay engaged, radar detection, error
buzzer 100 db
double micro-switch lever control 
400g
12 Vcc – 1A (12 W)
compliance LVD, EMC, RoHS   

CASE MATERIAL
DIMENSION
SENSOR
AREA
TECHNOLOGY
WEIGHT
POWER SUPPLY
CE MARKING

abs
62x31x62
integrated capacitive sensor for touch detection
1mt with 60° angle view
microwave Doppler radar (Hi-Link)
20g
12 Vcc – 0,25 A (3 W)
compliance LVD, EMC, RoHS
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GATE UNIT

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
ALARM
WEIGHT

acrylic
10cm radius x 1cm
LED red light
20g

REFERENCE REGULATIONS
 

EU norms certification:

- EN 341:2011 – Dispositivi di discesa per
- salvataggio
- EN 15151-1:2012 – Dispositivi di frenatura;
- UIAA 129_V9 – Braking devices

CERTIFICATION
 

Certification in accordance with standards:

- Direttiva macchine 2006/42/CE
- Direttiva bassa tensione 2014/35/UE

CERTIFICATION BODY
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UIAA



RADAR UNIT

Mandatory: Wi-Fi connection, access to
the back of the wall

Climb, for real.

ROUTE EXPANSION KIT

INSIDE THE BOX: 2 ProArmour Radar +1 pair of ProAr-
mour Gate +2 LAN cables

RADAR UNIT

ARMOUR

INSTALLATION
BOX DIMENSION
BOX WEIGHT

indoor, protection  IP20
 500x300x100 
1,5Kg

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
SENSOR
AREA
TECHNOLOGY
WEIGHT
POWER SUPPLY
CE MARKING

abs
62x31x62
integrated capacitive sensor for touch detection
1mt with 60° angle view
microwave Doppler radar (Hi-Link)
20g
12 Vcc – 0,25 A (3 W)
compliance LVD, EMC, RoHS
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GATE UNIT

REFERENCE REGULATIONS
 

EU norms certification:

- EN 341:2011 – Dispositivi di discesa per
- salvataggio
- EN 15151-1:2012 – Dispositivi di frenatura;
- UIAA 129_V9 – Braking devices

CERTIFICATION
 

Certification in accordance with standards:

- Direttiva macchine 2006/42/CE
- Direttiva bassa tensione 2014/35/UE

CERTIFICATION BODY
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MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
ALARM
WEIGHT

acrylic
10cm radius x 1cm
LED red light
20g



Mandatory: Wi-Fi connection, access to
the back of the wall

Climb, for real.

AUTO-BELAY EXPANSION KIT

INSIDE THE BOX:  ProArmour Lock + 2 ProArmour Radar 
+1 pair of ProArmourGate + 3 LAN cables

LOCK UNIT

ARMOUR

INSTALLATION
BOX DIMENSION
BOX WEIGHT

indoor, protection  IP20
500x300x100 
1,75Kg

MAIN CHARACTERISTIC
 
CASE MATERIAL
DIMENSION
DISPLAY

ALARM
SWITCH
WEIGTH
POWER SUPPLY
CE MARKING

aluminum alloy
110x23x75   
with LED indicators for alarm, power on,
auto-belay engaged, radar detection, error
buzzer 100 db
double micro-switch lever control 
400g
12 Vcc – 1A (12 W)
compliance LVD, EMC, RoHS   



RADAR UNIT

GATE UNIT

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
SENSOR
AREA
TECHNOLOGY
WEIGHT
POWER SUPPLY
CE MARKING

abs
62x31x62
integrated capacitive sensor for touch detection
1mt with 60° angle view
microwave Doppler radar (Hi-Link)
20g
12 Vcc – 0,25 A (3 W)
compliance LVD, EMC, RoHS

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
ALARM
WEIGHT

acrylic
10cm radius x 1cm
LED red light
20g
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REFERENCE REGULATIONS
 

EU norms certification:

- EN 341:2011 – Dispositivi di discesa per
- salvataggio
- EN 15151-1:2012 – Dispositivi di frenatura;
- UIAA 129_V9 – Braking devices

CERTIFICATION
 

Certification in accordance with standards:

- Direttiva macchine 2006/42/CE
- Direttiva bassa tensione 2014/35/UE

CERTIFICATION BODY
 

DOLOMITICERT

Z.I. Villanova, 7/A – 32013 Longarone (BL) – ITALIA
info@dolomiticert.it – www.dolomiticert.it

UIAA



Quickdraw material: iron
Mandatory: Wi-Fi connection, access to
the back of the wall

Climb, for real.

BOUNDARY EXPANSION KIT

INSIDE THE BOX: 4 ProArmour Radar + 1 pair of ProAr-
mour Gate + 1 ProArmour Quickdraw + 4 LAN cables

RADAR UNIT

ARMOUR

INSTALLATION
BOX DIMENSION
BOX WEIGHT

indoor, protection  IP20
500x300x100 
1,5Kg

MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
SENSOR
AREA
TECHNOLOGY
WEIGHT
POWER SUPPLY
CE MARKING

abs
62x31x62
integrated capacitive sensor for touch detection
1mt with 60° angle view
microwave Doppler radar (Hi-Link)
20g
12 Vcc – 0,25 A (3 W)
compliance LVD, EMC, RoHS
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GATE UNIT

REFERENCE REGULATIONS
 

EU norms certification:

- EN 341:2011 – Dispositivi di discesa per
- salvataggio
- EN 15151-1:2012 – Dispositivi di frenatura;
- UIAA 129_V9 – Braking devices

CERTIFICATION
 

Certification in accordance with standards:

- Direttiva macchine 2006/42/CE
- Direttiva bassa tensione 2014/35/UE

CERTIFICATION BODY
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MAIN CHARACTERISTIC
 

CASE MATERIAL
DIMENSION
ALARM
WEIGHT

acrylic
10cm radius x 1cm
LED red light
20g


